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Pipeline and Hazardous Materials Safety Administration, DOT § 195.120 

§ 195.106(e). If the specified minimum 
yield strength or the wall thickness is 
not known, it is determined in accord-
ance with § 195.106 (b) or (c) as appro-
priate. 

(b) There may not be any: 
(1) Buckles; 
(2) Cracks, grooves, gouges, dents, or 

other surface defects that exceed the 
maximum depth of such a defect per-
mitted by the specification to which 
the pipe was manufactured; or 

(3) Corroded areas where the remain-
ing wall thickness is less than the min-
imum thickness required by the toler-
ances in the specification to which the 
pipe was manufactured. 
However, pipe that does not meet the 
requirements of paragraph (b)(3) of this 
section may be used if the operating 
pressure is reduced to be commensu-
rate with the remaining wall thick-
ness. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981; 47 
FR 32721, July 29, 1982] 

§ 195.116 Valves. 
Each valve installed in a pipeline 

system must comply with the fol-
lowing: 

(a) The valve must be of a sound en-
gineering design. 

(b) Materials subject to the internal 
pressure of the pipeline system, includ-
ing welded and flanged ends, must be 
compatible with the pipe or fittings to 
which the valve is attached. 

(c) Each part of the valve that will be 
in contact with the carbon dioxide or 
hazardous liquid stream must be made 
of materials that are compatible with 
carbon dioxide or each hazardous liquid 
that it is anticipated will flow through 
the pipeline system. 

(d) Each valve must be both 
hydrostatically shell tested and 
hydrostatically seat tested without 
leakage to at least the requirements 
set forth in Section 11 of API Standard 
6D (incorporated by reference, see 
§ 195.3). 

(e) Each valve other than a check 
valve must be equipped with a means 
for clearly indicating the position of 
the valve (open, closed, etc.). 

(f) Each valve must be marked on the 
body or the nameplate, with at least 
the following: 

(1) Manufacturer’s name or trade-
mark. 

(2) Class designation or the maximum 
working pressure to which the valve 
may be subjected. 

(3) Body material designation (the 
end connection material, if more than 
one type is used). 

(4) Nominal valve size. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981 as 
amended by Amdt. 195–45, 56 FR 26926, June 
12, 1991; Amdt. 195–86, 71 FR 33410, June 9, 
2006; Amdt. 195–94, 75 FR 48606, Aug. 11, 2010] 

§ 195.118 Fittings. 
(a) Butt-welding type fittings must 

meet the marking, end preparation, 
and the bursting strength requirements 
of ASME/ANSI B16.9 or MSS Standard 
Practice SP–75. 

(b) There may not be any buckles, 
dents, cracks, gouges, or other defects 
in the fitting that might reduce the 
strength of the fitting. 

(c) The fitting must be suitable for 
the intended service and be at least as 
strong as the pipe and other fittings in 
the pipeline system to which it is at-
tached. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981; 47 
FR 32721, July 29, 1982, as amended at 58 FR 
14524, Mar. 18, 1993] 

§ 195.120 Passage of internal inspec-
tion devices. 

(a) Except as provided in paragraphs 
(b) and (c) of this section, each new 
pipeline and each line section of a pipe-
line where the line pipe, valve, fitting 
or other line component is replaced; 
must be designed and constructed to 
accommodate the passage of instru-
mented internal inspection devices. 

(b) This section does not apply to: 
(1) Manifolds; 
(2) Station piping such as at pump 

stations, meter stations, or pressure 
reducing stations; 

(3) Piping associated with tank farms 
and other storage facilities; 

(4) Cross-overs; 
(5) Sizes of pipe for which an instru-

mented internal inspection device is 
not commercially available; 

(6) Offshore pipelines, other than 
main lines 10 inches (254 millimeters) 
or greater in nominal diameter, that 
transport liquids to onshore facilities; 
and 

VerDate Mar<15>2010 11:22 Dec 13, 2010 Jkt 220214 PO 00000 Frm 00209 Fmt 8010 Sfmt 8010 Y:\SGML\220214.XXX 220214w
w

oo
ds

2 
on

 D
S

K
1D

X
X

6B
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-08-25T14:23:02-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




